
  

SOUND OUTPUT 
Frequency Response 
65 Hz - 5.000 Hz (+/- 3dB) 
Sensitivity 
91 dB / 2,83 V / 1m 
Nominal Impedence 
8 Ohm ( min 6 Ohm) / 
100v ( on demand ) 
Maximum Power Input 
300 W 
Rated Power Input (AES) 
150W 
Recommended Amplifier Power

50 - 350 W (RMS) 

SPECIFICATIONS 
Speaker Enclosure Material 
Terracotta and Terracotta 
Base and Spacers Material 
Wrought iron 
Cables and Connectors Material 
Copper and 24k Gold 
Customization 
Vast finish and color choices  
Applications 
Indoor/Outdoor living spaces, Executive me-
eting rooms, Museums, Clubs, Lounges,

Yachts and Marine, Public Halls, Hotels, Lofts, 
Home Cinema... 
Sphere Dimensions 
~ 32 Ø cm 
Dimensions 
32x32x36 cm 

Weight 
~ 8 kg  
Design 
Dedalica 

TAUROS ( SUBWOOFER ) 

Tauros is the Dedalica subwoofer line 
made with simple and essential shapes 
so that it can be integrated with all Full-
range speaker models. Tauros will offer 
an even more exciting and engaging 
listening experience by enhancing deep 
and detailed frequencies. 

FINITURE / FINISHES 

Scopri tutti i colori disponibili su / Discover al colors on: 

 WWW.RALCOLORCHART.COM 

FINITURE SPECIALI / SPECIAL FINISHES 
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Tauros è la linea di subwoofer Dedalica 
realizzato con forme semplici ed 
essenziali in modo da poter essere 
integrato con tutti i modelli di speaker Full-
range. Tauros offrirà un'esperienza di 
ascolto ancora più emozionante e 
coinvolgente esaltando frequenze 
profonde e dettagliate. 


